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2.5” Internal/External HDD Enclosure

Model:  MRK-250ST
*compatible with SATA hard drives*

*compatible with IDE hard drives*
Model:  MRK-250FD
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Layout:

1

5.25” Bay Mounting Bracket
&

3.5” Bay Insertion Rack

EZ Swap EX



M o b i l e  R a c k  E n c l o s u r e  I n s t a l l a t i o n  G u i d e 

Installation: 
Rack + Bracket: 
The Rack is the interface between the enclosure and your computer.  
It fits in a 3.5” bay but can be used in a 5.25” bay with the Bracket.  
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Description of Rack + Bracket 

No. Description
1 Metal top cover 
2 5.25” Bay mounting bracket 
3 3.5”  Bay insertion rack
4 Cover door 
5 Ejection button 
6 3.5” Bay screws 
7 Rack/Bracket screw holes 
8 5.25” Bay screws 
9 Bracket screw holes 

10 4 pin power connector to PC 
11 7 pin SATA connector to PC 
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EZ Swap EX Enclosure 
The enclosure is a self-contained USB hard drive enclosure.  When 

inserted in the rack, it will function as a SATA drive.  Outside the 

rack, it will perform as a USB enclosure. 

4



M o b i l e  R a c k  E n c l o s u r e  I n s t a l l a t i o n  G u i d e

Description of Enclosure 

No. Description
1 Plastic front cover 
2 Light operation indicator  
3 Aluminum case 
4 Enclosure PCB 
5 Plastic back cover 
6 Screws 
7 SATA connectors 
8 USB 2.0 connector 
9 5V DC connector 

3.5” Bay Installation 
STEP 1 :  Insert 3.5” Bay Insertion Rack into an open 
   3.5” slot of PC case and attach with screws.  

STEP 2 : Connect the 4-pin power cable to Rack’s power 
connector.  

STEP 3 : Connect the 7-pin SATA cable to Rack’s SATA 
connector.
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STEP 4 : Connect the other end of SATA cable to the SATA 

port on the Motherboard.  
(Refer to the manual of your Motherboard) 
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5.25” Bay Installation 

STEP 2 : Connect the 4-pin power cable to power connector 
on the Rack. 

STEP 3 : Connect the 7-pin SATA cable to SATA connector 
on the Rack.

STEP 4 : Connect the other end of the SATA cable to the 
SATA port on the Motherboard.  
(Refer to the manual of your Motherboard)
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STEP 1 :   Screw the 3.5” Insertion Rack to the Bracket.  
     Insert Bracket into an open 5.25” bay and 
     attach with screws. 
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Enclosure Assembly 
 
STEP 1 : Pull out the PCB from the aluminum housing.  

 
 
STEP 2 : Connect the 2.5” HDD to the circuit board.  
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STEP 3 : Screw HDD to the circuit board.  

 

 
 
 
STEP 4 : Insert the board & HDD into aluminum housing.  

Screw the back cap onto the housing.  
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Insertion of Enclosure into Rack 

 
STEP 1 : Insert Enclosure into Rack.  

 
 
STEP 2 : Push Enclosure all the way in until ejection 

button pops out.  
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Ejection of Enclosure 
STEP 1 : Press the eject button.

STEP 2 : Pull out Enclosure smoothly.

NOTE: DO NOT PULL OUT THE ENCLOSURE WITHOUT 
PRESSING THE EJECT BUTTON! 
DO NOT PUSH THE EJECT BUTTON WHEN THE LIGHT 
ON ENCLOSURE IS FLASHING.
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Warranty 

The 2.5” SATA Mobile Rack comes with a 1 year limited warranty. If your unit should become 

defective within that time frame, please go to http://www.vantecusa.com for information on how 

to receive warranty exchange or repair. Cosmetic defects and missing parts are not covered 

under this warranty. Please check the contents of the unit to make sure you received all parts. 

Also, check for any cosmetic flaws. If any parts are missing or if there are cosmetic defects, 

please contact the retailer from which you purchased the unit immediately and ask for a 

replacement. 

 

Contact 

Vantec Thermal Technologies 
43951 Boscell Rd. 
Fremont, CA 94538 
tel: 510-668-0368 
fax: 510-668-0367 

website: www.vantecusa.com 
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