
lasal EXHIBITION LUSTER 300
Specification Data Sheet

Product Description 

Lasal Exhibition Luster is a true heavyweight, archival exhibition-quality luster paper, designed for
use with all inkjet printers. The paper is coated with the latest fourth-generation technology to
produce an extra-wide color gamut never before seen in a luster paper. Named after the LaSal
mountains, whose snowy peaks tower above Moab keeping watch on the canyon lands below,
Lasal Exhibition Luster remains true to its namesake, incorporating many of the elements found
in the surrounding Moab environment: pure crispy whites and deep, luscious colors.

-Available in single sided sheets and rolls

 
Application

Photography, Portrait, Posters, Graphic Art Reproduction

Physical Speci�cations

Type of Material
Basis Weight
Caliper
Opacity
Gloss (BYK) 60°
CIE Whiteness (D65/10°)
Color MLD UVO  
OBA Content
Acid Free
PH Value
Surface

Recommendations
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100% Alpha Celulose
300gsm
11mil
86%
25%
145
L= 94.7 a=-.4 b=-2.4 delta b= 10.8 
Yes
Yes
Neutral
Luster
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Aqueous Piezo Printer Compatibility
Aqueous Thermal Printer Compatibility
Ink Compatibility
Storage

Print Settings & ICC Profile

All
All
Pigment, Dye
72°F (22°C); Relative Humidity: 30-70% (Store in
original packaging)
Our Custom ICC Profile will produce optimum 
results 


